
 

 
DOST-ASTI Bids and Awards Committee 

REQUEST FOR QUOTATION 

Kind of Procurement Activity: Negotiated Procurement:Small-value Procurement 

Deadline of Submission of Bids: Oct-24-2025, 2:00 PM 

RFQ No.: 25-10-5489 Date: October-20-2025 

PR No.: GAA-25-10-22183 Date: October-09-2025 

The Department of Science and Technology (DOST) - Advanced Science and Technology Institute (ASTI), through its Bids 

and Awards Committee (BAC), intends to procure the enlisted item/s below. Bidders may submit a proposal on any of the 

lots or items, and evaluation will be undertaken on a per lot or item basis, except otherwise specified in the requirements. 

Award may be considered for prospective bidder/s proven to be the single/lowest calculated and responsive quotation 

among all other quotations. Guidelines on the format of quotations and eligibility documents are listed below. Kindly follow 

the prescribed GUIDELINES to avoid DISQUALIFICATION. 

 
Quotations may be submitted 1) manually to the BAC Secretariat at G/F DOST-ASTI Bldg., UP Technology Park Complex, 

CP Garcia Ave., UP Campus, Diliman, Quezon City or 2) sent via electronic mail at bac-sec@asti.dost.gov.ph. For further 

information, please contact the BAC Secretariat at +63 2 8249-8500 loc. 1206/1212. 

 
Thank you. 
 
 

 
JEFFREY A. ABOROT 

BAC Chairperson 

NO. TECHNICAL SPECIFICATIONS QTY UNIT UNIT PRICE(Php) TOTAL PRICE(Php) 

1 Video Editing Keyboard - QWERTY Key Layout, 

Search Dial 

1. Background / Objectives. 

1.1. Professional video editing keyboard with search 

dial for productivity in post-production video editing 

tasks. 

1.2. Specifications indicated herein are minimum 

requirements, unless otherwise stated. 

1.3. Offers of equivalent or better specifications are 

acceptable. 

 
2. Functional / Technical Specifications. 

2.1. Native compatibility and integration with 

DOST-ASTI DaVinci Resolve post-production video 

editing workflow. 

2.2. QWERTY key layout. 

2.3. Color coded keys corresponding to DaVinci 

Resolve video editing application keyboard commands 

and shortcuts. 

2.4. Rubber coated metal search dial with multiple 

roller bearings with shuttle, jog, and scroll modes for 

navigating through the video editing timeline. 

2.5. Direct timecode entry keypad. 

2.6. Intelligent keyboard edit modes. 

2.7. Integrated wrist rest. 

3 unit 45900.00 137,700.00 

 

ver. 1.1 Page 1/19  

Postal Address 

 
Website 

: ASTI Bldg., U.P Technology Park Complex, 

C.P. Garcia Ave., Diliman, Quezon City 1101 

: www.asti.dost.gov.ph 

Tel No. 

 
Fax No. 

: +632 8249-8500 

+632 8426-9755 

: +632 8426-9764 

Email : info@asti.dost.gov.ph   

ASTI-FM 03-10 

REV 7/26 SEPTEMBER 2025 

mailto:bac-sec@asti.dost.gov.ph
http://www.asti.dost.gov.ph/
mailto:info@asti.dost.gov.ph


ver. 1.1 Page 2/19  

 

 2.8. Metal construction. 

2.9. Video editing application. 

2.10. Host connection: USB-C. 

 
3. Warranty: 12 months. 

4. Delivery and Payment. 

4.1. Delivery: Within 60 calendar days from issuance 

of Notice to Proceed (NTP). 

4.2. Bid price shall be inclusive of taxes, delivery 

charges, and all other related fees. 

4.3. Payment Terms: Prescribed government terms. 

    

2 Audio Field Recorder Smart Power Distributor 

1. Background / Objectives. 

1.1. Professional power distribution box for managing 

power to various production audio devices in sound 

bags or sound carts. 

1.2. Specifications indicated herein are minimum 

requirements, unless otherwise stated. 

1.3. Offers of equivalent or better specifications are 

acceptable. 

 
2. Functional / Technical Specifications. 

2.1. Support for both smart and non-smart batteries. 

2.2. Displays battery telemetry data. 

2.3. Power Type: DC. 

2.4. Operational Voltage Range: 12 to 18 V. 

2.5. Low Voltage Warning: 9 to 12 V. 

2.6. Over Voltage Cutoff: 18 V. 

2.7. Under Voltage Cutoff: 7 V. 

2.8. Configuration: 2 × Power Circuits (Group I and II). 

2.9. Controls. 

2.9.1. 1 × Locking Power Switch (Group I). 

2.9.2. 1 × Locking Power Switch (Group II). 

2.10. Display. 

2.10.1. Display Panel Type: TFT LCD. 

2.10.2. Display Size: 1.1 in. 

2.11. Inputs/Outputs. 

2.11.1. Power Input Connector. 

2.11.1.1. 2 × TA4F. 

2.11.1.2. 1 × USB-C (12 V). 

2.11.2. Power Output Connector. 

2.11.2.1. 2 × 4-Pin Hirose (Group I, 5 A total). 

2.11.2.2. 4 × 4-Pin Hirose (Group II, 5 A total). 

2.11.2.3. 1 × USB-A (5 V, 2 A). 

2.12. Power Source: Battery. 

2.13. Mounting. 

2.13.1. 2 ×1/4 inch-20 threaded mounts. 

2.13.2. 1 × belt clip. 

2.14. Material of Construction: Aluminum. 

 
3. Warranty: 12 months. 

4. Delivery and Payment. 

4.1. Delivery: Within 60 calendar days from issuance 

of Notice to Proceed (NTP). 

4.2. Bid price shall be inclusive of taxes, delivery 

charges, and all other related fees. 

4.3. Payment Terms: Prescribed government terms. 

1 unit 20800.00 20,800.00 

3 Audio Field Recorder Battery Kit - Smart Battery, 

Charger, Power Adapter 

1 set 42950.00 42,950.00 
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 1. Background / Objectives. 

1.1. Power storage and charging system for 

professional production sound equipment. 

1.2. Specifications indicated herein are minimum 

requirements, unless otherwise stated. 

1.3. Offers of equivalent or better specifications are 

acceptable. 

 
2. Functional / Technical Specifications. 

2.1. Battery Charger. 

2.1.1. Quantity: 1 per set. 

2.1.2. Compatibility: 2 × S95 or 2054-style eSmart 

batteries. 

2.1.3. Power Inputs: 2 × USB-C female inputs. 

2.1.4. Power Output: 1 × USB-A female output. 

2.1.5. Maximum Power Output: 100 W. 

2.1.6. Docking Capability: Supports docking up to 3 

chargers to charge 6 batteries simultaneously. 

2.1.7. Protection Features: Short-circuit protection, 

overvoltage protection, electromagnetic-field shielding, 

and temperature protection. 

2.1.8. USB-A Output: Provides 10W (5 VDC/2A) 

power output for charging other devices. 

2.1.9. Force Charge Feature. 

2.1.10. Charging Indicator LEDs. 

2.1.11. Material: CNC aluminum. 

 
2.2. Battery. 

2.2.1. Quantity: 2 per set. 

2.2.2. 2054-style eSmart battery. 

2.2.3. Real-time monitoring of battery telemetry data. 

2.2.3.1. Cycle Count. 

2.2.3.2. Cell Temperature. 

2.2.3.3. Amp Draw. 

2.2.3.4. Battery Capacity. 

2.2.3.5. Voltage. 

2.2.4. Output Voltage: 14.4 VDC. 

2.2.5. Charging Power: 16.8 VDC / 1.32 A. 

2.2.6. Battery Capacity: 6600 mAh / 95.04 Wh. 

2.2.7. Battery Chemistry: Lithium-Ion. 

2.2.8. Recharge Time: Approximately 2 hours. 

 
2.3. Power Adapter. 

2.3.1. Quantity: 1 per set. 

2.3.2. 140W USB-C GaN Power Adapter. 

2.3.3. USB-C Port 1 Output. 

2.3.3.1. 5 VDC at 3 A: 140 W. 

2.3.3.2. 9 VDC at 3 A: 140 W. 

2.3.3.3. 12 VDC at 3 A: 140 W. 

2.3.3.4. 15 VDC at 3 A: 140 W. 

2.3.3.5. 20 VDC at 5 A: 140 W. 

2.3.3.6. 28 VDC at 5 A: 140 W. 

2.3.4. USB-C Port 2 Output. 

2.3.4.1. 5 VDC at 3 A: 100 W. 

2.3.4.2. 9 VDC at 3 A: 100 W. 

2.3.4.3. 12 VDC at 3 A: 100 W. 

2.3.4.4. 15 VDC at 3 A: 100 W. 

2.3.4.5. 20 VDC at 5 A: 100 W. 

2.3.5. USB-A Port Output. 

2.3.5.1. 5 VDC at 4.5 A: 30 W. 

2.3.5.2. 9 VDC at 3 A: 30 W. 
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 2.3.5.3. 12 VDC at 2.5 A: 30 W. 

2.3.5.4. 20 VDC at 1.5 A: 30 W. 

 
2.4. USB-C to USB-C Cable. 

2.4.1. Quantity: 1 per set. 

2.4.2. Power Delivery: 100W. 

2.4.3. Connector 1: 1 × USB-C male. 

2.4.4. Connector 2: 1 × USB-C male. 

2.4.5. Cable Length: 4.9 ft / 1.5 m. 

 
3. Warranty: 12 months. 

4. Delivery and Payment. 

4.1. Delivery: Within 60 calendar days from issuance 

of Notice to Proceed (NTP). 

4.2. Bid price shall be inclusive of taxes, delivery 

charges, and all other related fees. 

4.3. Payment Terms: Prescribed government terms. 

    

4 Audio Field Recorder Smart Power Distributor 

TA4F to Hi-Q Battery Cup F Smart DC/Data Power 

Cable 

1. Background / Objectives. 

1.1. DC/data power cable for TA4F-compatible audio 

equipment. 

1.2. Specifications indicated herein are minimum 

requirements, unless otherwise stated. 

1.3. Offers of equivalent or better specifications are 

acceptable. 

 
2. Functional / Technical Specifications. 

2.1. Power Input: TA4F connector. 

2.2. Power Output: Battery cup designed to hold a 

2054-style smart battery. 

2.3. Telemetry Support: Passes battery telemetry data 

including voltage, temperature, capacity, cycle count, 

and current draw. 

 
3. Warranty: 12 months. 

4. Delivery and Payment. 

4.1. Delivery: Within 60 calendar days from issuance 

of Notice to Proceed (NTP). 

4.2. Bid price shall be inclusive of taxes, delivery 

charges, and all other related fees. 

4.3. Payment Terms: Prescribed government terms. 

1 unit 4200.00 4,200.00 

5 Audio Field Recorder Protective Case 

1. Background / Objectives. 

1.1. Protective case that houses and provides 

ergonomic access to audio field recorder when sound 

mixing during production shoot. 

1.2. Specifications indicated herein are minimum 

requirements, unless otherwise stated. 

1.3. Offers of equivalent or better specifications are 

acceptable. 

 
2. Functional / Technical Specifications. 

2.1. Compatibility: Designed for multi-track field 

recorders. 

2.2. Material: 600D polyester fabric with padding for 

protection. 

2.3. Interior  Configuration:  Empty  interior  with 

1 unit 9500.00 9,500.00 
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 adjustable dividers for customization. 

2.4. Access Points: Provides top, side, and bottom 

access to the recorder. 

2.5. Weather Resistance: Water-resistant construction 

to protect against rain and dust. 

2.6. Clear-Window Cover: Removable clear-windowed 

cover for monitoring the recorder's display without 

exposure to elements. 

2.7. Side Sleeves: Drawstring sleeves on the sides for 

accessing inputs and outputs while protecting them 

from the elements. 

2.8. Storage Pockets: Zippered front and side pockets 

for storing accessories and connectors. 

2.9. Bottom Access: Hook-and-loop fastener on the 

bottom for accessing the recorder and configuring 

cable routing. 

2.10. Adjustable Dividers: Adjustable dividers to 

customize the interior layout. 

2.11. Tabletop Configuration: Main divider can be 

repositioned to create a makeshift tabletop surface for 

working with the recorder outside the bag. 

2.12. Carrying Options: Adjustable shoulder strap and 

three latch hooks per side for secure carrying. 

 
3. Warranty: 12 months. 

4. Delivery and Payment. 

4.1. Delivery: Within 45 calendar days from issuance 

of Notice to Proceed (NTP). 

4.2. Bid price shall be inclusive of taxes, delivery 

charges, and all other related fees. 

4.3. Payment Terms: Prescribed government terms. 

    

6 Lens Mount Converter / Adapter - EF-Mount Lens to 

L-Mount Camera 

1. Background / Objectives. 

1.1. Lens adapter that enables the use of EF-mount 

lenses on L-mount camera bodies, while maintaining 

full electronic and optical functionality. 

1.2. Specifications indicated herein are minimum 

requirements, unless otherwise stated. 

1.3. Offers of equivalent or better specifications are 

acceptable. 

 
2. Functional / Technical Specifications. 

2.1. Lens Mount Compatibility: EF-Mount lenses to 

L-Mount camera bodies. 

2.2. Autofocus Support: Maintains autofocus in AF-S 

mode. 

2.3. Auto-Exposure Support: Retains auto-exposure 

functionality. 

2.4. In-Camera Correction Support: Supports 

peripheral illumination, chromatic aberration, and 

distortion corrections. 

2.5. EXIF Data Retention: Preserves full EXIF data for 

post-production and file management. 

2.6. Interior Coating: Flocked interior to reduce 

reflections and maintain image quality. 

2.7. LED Compatibility Indicator: Integrated LED 

displays compatibility. 

2.8. Tripod Mount: Includes a removable tripod mount 

for stable mounting with heavier lenses. 

1 unit 15990.00 15,990.00 
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 2.9. Mounting: 1/4 inch-20 Female Thread. 

2.10. Front and rear lens caps. 

2.11. Tripod mount tool. 

 
3. Warranty: 12 months. 

4. Delivery and Payment. 

4.1. Delivery: Within 60 calendar days from issuance 

of Notice to Proceed (NTP). 

4.2. Bid price shall be inclusive of taxes, delivery 

charges, and all other related fees. 

4.3. Payment Terms: Prescribed government terms. 

    

7 Camera Rig - Camera Cage Kit 

1. Background / Objectives. 

1.1. Modular custom rigging system that provides a full 

protective cage along with mounting flexibility, 

integrated power options via a V-Mount battery plate, 

and support for rods, SSDs, and versatile accessory 

mounting. 

1.2. Specifications indicated herein are minimum 

requirements, unless otherwise stated. 

1.3. Offers of equivalent or better specifications are 

acceptable. 

 
2. Functional / Technical Specifications. 

2.1. Compatible with DOST-ASTI equipment: 

2.1.1. Digital Film Video Camera - 6K, 36mm x 24mm 

(Full Frame) sensor, 12G-SDI (Body). 

2.1.2. Brand/Model: Blackmagic PYXIS 6K. 

2.1.3. Property No. 01101101-24-605-030-00041. 

 
2.2. Camera Cage. 

2.2.1. Support Type: Cage. 

2.2.2. Materials: Aluminum and Stainless Steel. 

2.2.3. Dimensions: 8.6 inches x 5.5 inches x 5.4 

inches / 218.9 mm x 140 mm x 137 mm. 

2.2.4. Mounting. 

2.2.4.1. Accessory Mounting. 

2.2.4.1.1. Multiple 1/4 inch-20 Female Thread. 

2.2.4.1.2. Multiple 3/8 inch-16 Female Thread. 

2.2.4.1.3. Multiple ARRI Anti-Twist 3/8 inch-16 

Female Thread. 

2.2.4.2. Tripod Mounting. 

2.2.4.2.1. Baseplate. 

2.2.4.2.1.1. 1/4 inch-20 Female Thread. 

2.2.4.2.1.2. 3/8 inch-16 Female Thread. 

2.2.4.2.2. Quick Release Plate. 

2.2.4.2.2.1. 1/4 inch-20 Female Thread. 

2.2.4.2.2.2. 3/8 inch-16 Female Thread. 

2.2.4.2.2.3. Manfrotto 501. 

2.2.4.3. Shoe Mounting: 2x Cold Shoe. 

2.2.4.4. Rosettes: 1x ARRI Rosette with M6 Female 

Thread. 

2.2.4.5. Rail Mounting: 3x NATO Rail. 

 
2.2.5. Battery Plate. 

2.2.5.1. Plate Front / Battery Mount: V-Mount. 

2.2.5.2. Plate Rear Mount: BP-U Series Battery Plate. 

2.2.5.3. Battery Bays: 1. 

2.2.5.4. Indicator: LED. 

2.2.5.5. Inputs/Outputs. 

1 set 22500.00 22,500.00 
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 2.2.5.5.1. 1x Barrel Output. 

2.2.5.5.2. 2x D-Tap/P-Tap Output. 

2.2.5.5.3. 1x USB-C Output. 

2.2.5.5.4. 1x LEMO 2-Pin Output. 

2.2.5.6. Plate Material: Aluminum, Stainless Steel. 

 
2.2.6. Hand Grip. 

2.2.6.1. 1x Handgrip for top side. 

2.2.6.2. Main Attachment: 1x NATO Rail Clamp 

(Built-In). 

2.2.6.3. Additional Mounting. 

2.2.6.3.1. Multiple 1/4 inch-20 Female Thread. 

2.2.6.3.2. Multiple 3/8 inch-16 Female Thread. 

2.2.6.3.3. 1x Cold Shoe (Built-In). 

2.2.6.4. Material: Aluminum, Silicone. 

 
2.2.7. LWS Baseplate. 

2.2.7.1. Support Type: Baseplate. 

2.2.7.2. Mounting. 

2.2.7.2.1. Rod Standard: 15 mm LWS / 60 mm 

Spacing. 

2.2.7.2.2. Accessory Mounting. 

2.2.7.2.2.1. Multiple1/4 inch-20 Female Thread. 

2.2.7.2.2.2. Multiple 3/8 inch-16 Female Thread. 

2.2.7.2.3. Tripod Mounting: 1/4 inch-20 Female 

Thread, 3/8 inch-16 Female Thread. 

2.2.7.2.4. Rod Ports: 2x 15 mm Rod Port. 

 
2.2.8. Threaded 15mm Rod. 

2.2.8.1. Diameter: 15 mm. 

2.2.8.2. Length: 7.87 inch / 200 mm. 

2.2.8.3. Material: Aluminum. 

2.2.8.4. Thread Type: Female / Female. 

2.2.8.5. Number of Rods: 1. 

 
3. Warranty: 12 months. 

4. Delivery and Payment. 

4.1. Delivery: Within 60 calendar days from issuance 

of Notice to Proceed (NTP). 

4.2. Bid price shall be inclusive of taxes, delivery 

charges, and all other related fees. 

4.3. Payment Terms: Prescribed government terms. 

    

8 Camera Rig - Electronic Viewfinder (EVF) Kit 

1. Background / Objectives. 

1.1. Touchscreen monitor designed for use as an 

electronic viewfinder (EVF) or on-camera display with 

full camera control. 

1.2. Specifications indicated herein are minimum 

requirements, unless otherwise stated. 

1.3. Offers of equivalent or better specifications are 

acceptable. 

 
2. Functional / Technical Specifications. 

2.1. Compatible with DOST-ASTI equipment: 

2.1.1. Digital Film Video Camera - 6K, 36mm x 24mm 

(Full Frame) sensor, 12G-SDI (Body). 

2.1.2. Brand/Model: Blackmagic PYXIS 6K. 

2.1.3. Property No. 01101101-24-605-030-00041. 

 
2.2. General. 

1 set 49850.00 49,850.00 
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 2.2.1. Full camera control via a single USB-C 

connection (carrying video, power, and data). 

2.2.2. Display. 

2.2.2.1. Panel Type: LCD. 

2.2.2.2. Display Size: 5.0 inches / 12.7 cm. 

2.2.2.3. Screen Resolution: 1920 x 1080. 

2.2.2.4. Aspect Ratio: 16:9. 

2.2.2.5. Touchscreen. 

2.2.2.6. Maximum Brightness: 1500 nits / cd/m². 

2.2.2.7. Pixels Per Inch (ppi): 440 ppi. 

2.2.2.8. Image Controls: False Color, Focus Assist, 

Screen Markers, and Zebra. 

 
2.2.3. Inputs / Outputs. 

2.2.3.1. Inputs / Outputs: 1x USB-C Camera Input. 

2.2.3.2. Video Format: USB 1080p 60. 

 
2.2.4. Tripod / Accessory Mounting. 

2.2.4.1. Bottom. 

2.2.4.1.1. 1x ARRI Anti-Twist 1/4 inch-20. 

2.2.4.1.2. 2x M4 Female. 

2.2.4.2. Right. 

2.2.4.2.1. 1x ARRI Anti-Twist 1/4 inch-20. 

2.2.4.2.2. 2x M4 Female. 

2.2.5. Material of Construction: Metal. 

 
3. Warranty: 12 months. 

4. Delivery and Payment. 

4.1. Delivery: Within 60 calendar days from issuance 

of Notice to Proceed (NTP). 

4.2. Bid price shall be inclusive of taxes, delivery 

charges, and all other related fees. 

4.3. Payment Terms: Prescribed government terms. 

    

9 Camera Rig - Top Handle 

1. Background / Objectives. 

1.1. Rig accessory that mount on cameras and provide 

a stable grip for handheld or low-angle shooting. 

1.2. Specifications indicated herein are minimum 

requirements, unless otherwise stated. 

1.3. Offers of equivalent or better specifications are 

acceptable. 

 
2. Functional / Technical Specifications. 

2.1. Compatible with DOST-ASTI equipment: 

2.1.1. Digital Film Video Camera - 6K, 36mm x 24mm 

(Full Frame) sensor, 12G-SDI (Body). 

2.1.2. Brand/Model: Blackmagic PYXIS 6K. 

2.1.3. Property No. 01101101-24-605-030-00041. 

 
2.2. General. 

2.2.1. Item Type: 1x top handle. 

2.2.2. Main Attachment: 2x 1/4 inch-20 Male Screw 

(Included). 

2.2.3. Additional Mounting. 

2.2.3.1. 2x Rod Port (15 mm LWS / 60 mm Spacing). 

2.2.3.2. Multiple 1/4 inch-20 Female Thread. 

 
3. Warranty: 12 months. 

4. Delivery and Payment. 

4.1. Delivery: Within 60 calendar days from issuance 

1 unit 15350.00 15,350.00 
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 of Notice to Proceed (NTP). 

4.2. Bid price shall be inclusive of taxes, delivery 

charges, and all other related fees. 

4.3. Payment Terms: Prescribed government terms. 

    

10 Camera Rig - Shoulder Rig with Quick-Adjust 

Rosettes Kit 

1. Background / Objectives. 

1.1. Modular shoulder-mount rig support system 

designed for shooting stable, handheld footage with 

DSLR, mirrorless, and compact cinema cameras. 

1.2. Specifications indicated herein are minimum 

requirements, unless otherwise stated. 

1.3. Offers of equivalent or better specifications are 

acceptable. 

 
2. Functional / Technical Specifications. 

2.1. Shoulder Rig. 

2.1.1. Handgrip Arms. 

2.1.2. Shoulder Pad. 

2.1.3. Back Pad. 

2.1.4. Support Type: Shoulder Support. 

2.1.5. Grip Type: Dual Handgrips. 

2.1.6. Rod Standard: 15 mm LWS / 60 mm Spacing. 

2.1.7. Included Rods. 

2.1.8. Accessory Mounting: Multiple 1/4 inch-20 

female threads. 

2.1.9. Camera Mounting: Arca-type plate. 

2.1.10. Tripod Mounting: Built-in Arca-type plate, 

Manfrotto 501. 

2.1.11. Rod Ports: 2 × 15 mm rod ports. 

2.1.12. Rosettes: 2 × rosette joints with proprietary 

female thread. 

2.1.13. Rail Mounting: 1 × NATO rail. 

2.1.14. Materials: Aluminum, Steel. 

2.1.15. Dimensions: 16.5 in × 14 in × 5.5 in / 41.9 

cm × 35.6 cm × 14 cm. 

 
2.2. Quick Adjust Rosette Adapter. 

2.2.1. Right-side adapter: 1. 

2.2.2. Left-side adapter: 1. 

2.2.3. Mounting: ARRI Rosette. 

 
3. Warranty: 12 months. 

4. Delivery and Payment. 

4.1. Delivery: Within 60 calendar days from issuance 

of Notice to Proceed (NTP). 

4.2. Bid price shall be inclusive of taxes, delivery 

charges, and all other related fees. 

4.3. Payment Terms: Prescribed government terms. 

1 unit 25990.00 25,990.00 

11 Camera Rig - Side Handle with Anti-Twist 1/4 inch - 

20 Mount 

1. Background / Objectives. 

1.1. Side handle that mounts securely on the right or 

left side of camera cage, offering improved handheld 

stability. 

1.2. Specifications indicated herein are minimum 

requirements, unless otherwise stated. 

1.3. Offers of equivalent or better specifications are 

acceptable. 

1 unit 2490.00 2,490.00 
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2. Functional / Technical Specifications. 

2.1. Item Type: Side handle grip for left or right-side 

use. 

2.2. Vertical Adjustment: 1.6 in / 40 mm. 

2.3. Main Attachment: 1x Anti-Twist 1/4 inch-20 Male 

Screw (Built-In). 

2.4. Additional Mounting: 3x Anti-Twist 1/4 inch-20 

Female Thread. 

2.5. Cold Shoe: 1x built-in cold shoe mount. 

2.6. Materials: Aluminum, Silicone, Steel. 

 
3. Warranty: 12 months. 

4. Delivery and Payment. 

4.1. Delivery: Within 60 calendar days from issuance 

of Notice to Proceed (NTP). 

4.2. Bid price shall be inclusive of taxes, delivery 

charges, and all other related fees. 

4.3. Payment Terms: Prescribed government terms. 

    

12 Camera Rig - Counterweight for Shoulder Rig 

1. Background / Objectives. 

1.1. Counterweight for balancing camera rig. 

1.2. Specifications indicated herein are minimum 

requirements, unless otherwise stated. 

1.3. Offers of equivalent or better specifications are 

acceptable. 

 
2. Functional / Technical Specifications. 

2.1. Mounting. 

2.1.1. 1x 1/4 inch-20 screw. 

2.1.2. 1x 1/4 inch-20 thread. 

2.2. Stackable. 

2.3. Material of Construction: Stainless steel. 

2.4. Weight: 1.1 lb / 500 g. 

 
3. Warranty: 12 months. 

4. Delivery and Payment. 

4.1. Delivery: Within 60 calendar days from issuance 

of Notice to Proceed (NTP). 

4.2. Bid price shall be inclusive of taxes, delivery 

charges, and all other related fees. 

4.3. Payment Terms: Prescribed government terms. 

1 unit 2099.00 2,099.00 

13 Camera Rig - Magnetic Articulating Mounting Kit 

1. Background / Objectives. 

1.1. Dual-sided MagSafe-compatible mount for 

enabled smartphones and smartphone cases on an 

articulating arm for mounting on camera cage. 

1.2. Specifications indicated herein are minimum 

requirements, unless otherwise stated. 

1.3. Offers of equivalent or better specifications are 

acceptable. 

 
2. Functional / Technical Specifications. 

2.1. Dual-Axis Stepless Adjustment. 

2.2. Item Type: Magnetic articulating mounting kit. 

2.3. Compatibility: MagSafe-compatible devices. 

2.4. Mounting. 

2.4.1. Top: 1x MagSafe Magnetic Mount. 

2.4.2. Bottom: 1x Cold Shoe Mount Module. 

1 unit 2200.00 2,200.00 
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 2.4.3. Bottom: 1x 1/4 inch-20 Mount Module. 

2.4.4. Bottom: 1x 3M Adhesive Mount Module. 

2.5. Material of Construction: Aluminum and stainless 

steel. 

 
3. Warranty: 12 months. 

4. Delivery and Payment. 

4.1. Delivery: Within 60 calendar days from issuance 

of Notice to Proceed (NTP). 

4.2. Bid price shall be inclusive of taxes, delivery 

charges, and all other related fees. 

4.3. Payment Terms: Prescribed government terms. 

    

14 Memory Card - CFexpress 4.0 Type B - 2TB, Max 

Read 3600 MB/s, Max Write 3300 MB/s, Sustained 

Write 3000 MB/s 

1. Background / Objectives. 

1.1. Professional storage device for high speed and 

high resolution video and photography workflows. 

1.2. Specifications indicated herein are minimum 

requirements, unless otherwise stated. 

1.3. Offers of equivalent or better specifications are 

acceptable. 

 
2. Functional / Technical Specifications. 

2.1. Card Type: CFexpress Type B. 

2.2. Storage Capacity: 2 TB. 

2.3. Bus Type: PCI-Express 4.0. 

2.4. Maximum Read Speed: 3600 MB/s. 

2.5. Maximum Write Speed: 3300 MB/s. 

2.6. Sustained Write Speed: 3000 MB/s. 

 
3. Warranty: 12 months. 

4. Delivery and Payment. 

4.1. Delivery: Within 60 calendar days from issuance 

of Notice to Proceed (NTP). 

4.2. Bid price shall be inclusive of taxes, delivery 

charges, and all other related fees. 

4.3. Payment Terms: Prescribed government terms. 

2 unit 44600.00 89,200.00 

15 Memory Card Reader - CFexpress 4.0 Type B Card 

Slot, 40 Gb/s USB4 

1. Background / Objectives. 

1.1. CFExpress memory card reader for high-speed 

data transfer. 

1.2. Specifications indicated herein are minimum 

requirements, unless otherwise stated. 

1.3. Offers of equivalent or better specifications are 

acceptable. 

 
2. Functional / Technical Specifications. 

2.1. Media Card Reader: 1 × CFexpress 4.0 Type B. 

2.2. Host Connection: USB-C (USB4 40 Gb/s) via 

Detachable Cable. 

2.3. Data Transfer Speed: Up to 5000 MB/s. 

2.4. Power Source: Bus powered. 

2.5. Included Cable: 40 Gb/s, 20 in / 50.8 cm USB4 

cable. 

2.6. Adapter Included: CFexpress Type A to Type B. 

2.7. Indicator: LED status indicator. 

2.8. Feet: Non-skid rubber feet. 

1 unit 6800.00 6,800.00 
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3. Warranty: 12 months. 

4. Delivery and Payment. 

4.1. Delivery: Within 60 calendar days from issuance 

of Notice to Proceed (NTP). 

4.2. Bid price shall be inclusive of taxes, delivery 

charges, and all other related fees. 

4.3. Payment Terms: Prescribed government terms. 

    

16 Battery - Lithium-Ion, V-Mount, 148.3Wh, OLED, 

D-Tap, P-Tap, USB-A, USB-C, Barrel 2.1mm 

1. Background / Objectives. 

1.1. Compact and portable power source to power 

professional production equipment, including cameras, 

monitors, and various portable devices. 

1.2. Specifications indicated herein are minimum 

requirements, unless otherwise stated. 

1.3. Offers of equivalent or better specifications are 

acceptable. 

 
2. Functional / Technical Specifications. 

2.1. Mount: V-Mount. 

2.2. Chemistry: Lithium-Ion. 

2.3. Battery Capacity: 10,200 mAh / 148.3 Wh. 

2.4. Output Voltage: 14.54 VDC. 

2.5. Maximum Load: 155 W. 

2.6. Accessory I/O. 

2.6.1. 1 × D-Tap / P-Tap output. 

2.6.2. 1 × USB-C Output 5 - 20 V. 

2.6.3. 1 × USB-A Output 5 - 12 V. 

2.6.4. 1 × Barrel 2.1 mm Output 8 V. 

2.6.5. 1 × Barrel 2.5 mm Output 12 V. 

2.7. Maximum Load (Accessory I/O): 100 W. 

2.8. USB Output: 20 V, 5 A. 

2.9. Charging Voltage: 16.8 VDC. 

2.10. OLED Screen. 

2.11. Smart Switch Button. 

 
3. Warranty: 12 months. 

4. Delivery and Payment. 

4.1. Delivery: Within 60 calendar days from issuance 

of Notice to Proceed (NTP). 

4.2. Bid price shall be inclusive of taxes, delivery 

charges, and all other related fees. 

4.3. Payment Terms: Prescribed government terms. 

1 unit 18500.00 18,500.00 

17 Hot Swap Power Box Battery - V-Mount, 2500mAh 

1. Background / Objectives. 

1.1. Power box and battery that allows hot swapping to 

provide uninterrupted power to production cameras. 

1.2. Specifications indicated herein are minimum 

requirements, unless otherwise stated. 

1.3. Offers of equivalent or better specifications are 

acceptable. 

 
2. Functional / Technical Specifications. 

2.1. Provide uninterrupted power to equipment when 

changing attached external battery. 

2.2. Male to Female Power Box Battery. 

2.3. Plate Front / Battery Mount: V-Mount. 

2.4. Plate Rear Mount: V-Mount Battery Plate. 

1 unit 38000.00 38,000.00 
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 2.5. Battery. 

2.5.1. Rated Capacity: 2500 mAh, 36 Wh. 

2.5.2. Voltage: 14.4V. 

2.5.3. Discharge Current: 20A (Max). 

2.6. Inputs and Outputs. 

2.6.1. 2x D-Tap/P-Tap Output. 

2.6.2. 2x LEMO 2-Pin Output. 

2.7. Indicator: LED. 

 
3. Warranty: 12 months. 

4. Delivery and Payment. 

4.1. Delivery: Within 60 calendar days from issuance 

of Notice to Proceed (NTP). 

4.2. Bid price shall be inclusive of taxes, delivery 

charges, and all other related fees. 

4.3. Payment Terms: Prescribed government terms. 

    

18 Tripod Dolly - 30 kg Payload 

1. Background / Objectives. 

1.1. Set of wheeled legs or a rolling platform that 

attach to the feet of a tripod, allowing the tripod to 

move smoothly across flat surfaces. 

1.2. Specifications indicated herein are minimum 

requirements, unless otherwise stated. 

1.3. Offers of equivalent or better specifications are 

acceptable. 

 
2. Functional / Technical Specifications. 

2.1. Material: Aluminum alloy. 

2.2. Max Load: 30 kg. 

2.3. Max Height: 80 cm. 

2.4. Min Height: 43 cm. 

2.5. Ball Diameter: 50mm. 

2.6. Tube Diameter: 28mm. 

 
3. Warranty: 12 months. 

4. Delivery and Payment. 

4.1. Delivery: Within 60 calendar days from issuance 

of Notice to Proceed (NTP). 

4.2. Bid price shall be inclusive of taxes, delivery 

charges, and all other related fees. 

4.3. Payment Terms: Prescribed government terms. 

1 unit 3200.00 3,200.00 

19 Presentation Wireless Cueing System - 433.92 MHz, 

256 Channels, Mini-USB x 2 

1. Background / Objectives. 

1.1. Professional wireless cueing system that enables 

a speaker to send cues over a long distance to two 

computers in sync using a wireless handheld 

transmitter. 

1.2. Specifications indicated herein are minimum 

requirements, unless otherwise stated. 

1.3. Offers of equivalent or better specifications are 

acceptable. 

 
2. Functional / Technical Specifications. 

2.1. Remotely send cues to computers. 

2.2. Controls up to two computers in sync. 

2.3. Ultracompact Cue Receiver 

2.4. 2-Button Wireless Transmitter 

2.5. Programable keystroke and keystroke macro. 

1 unit 38600.00 38,600.00 
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 2.6. Wireless Range: 300 feet / 91.4 meters. 

2.7. RF Frequency: 433.92 MHz (256 possible 

channels). 

2.8. USB I/O: 2 × Mini-USB female outputs. 

2.9. Power Source: USB. 

2.10. Battery Type (Transmitter): 2 × CR2032 coin 

cells. 

2.11. Cable Length: 3 feet / 0.9 meters. 

2.12. Included Cables: 2 × 3-foot USB mini to USB 

Type-A cables. 

2.13. Carry pouch. 

 
3. Warranty: 12 months. 

4. Delivery and Payment. 

4.1. Delivery: Within 60 calendar days from issuance 

of Notice to Proceed (NTP). 

4.2. Bid price shall be inclusive of taxes, delivery 

charges, and all other related fees. 

4.3. Payment Terms: Prescribed government terms. 

    

20 Production Monitor - 15.6 inch, HD, Multi-View, 

Input HDMI x 4, Output HDMI x 4 

1. Background / Objectives. 

1.1. Multi-camera video feed display for monitoring and 

switching video sources. 

1.2. Specifications indicated herein are minimum 

requirements, unless otherwise stated. 

1.3. Offers of equivalent or better specifications are 

acceptable. 

 
2. Functional / Technical Specifications. 

2.1. Rec.709 color standard. 

2.2. Display Size: 15.6 inches / 39.6 cm. 

2.3. Resolution: 1920 × 1080 (Full HD). 

2.4. Panel Type: IPS LCD. 

2.5. Brightness: 250 cd/sqm. 

2.6. Contrast Ratio: 800:1. 

2.7. Viewing Angle: 170 degrees horizontal and 

vertical. 

2.8. Color Depth: 16.7 million colors (8-bit). 

2.9. Aspect Ratio: 16:9. 

2.10. Pixel Pitch: 0.17925 mm × 0.17925 mm. 

2.11. HDMI Inputs: 4 × HDMI (supporting up to 4K @ 

30 Hz). 

2.12. HDMI Outputs: 4 × HDMI (supporting up to 4K @ 

30 Hz). 

2.13. Audio Out: 3.5 mm stereo headphone jack. 

2.14. Input Voltage: DC 12 to 24 V. 

2.15. Power Consumption: ≤ 12 W. 

2.16. Power: 1 × V-mount battery plate built in, DC 

power input. 

2.17. Display Features: Quad View, Peaking Focus, 

False Color, Pixel to Pixel, Center Marker, Safety 

Marker, Grid Marker, Image Zoom, Check Field, Image 

Freeze, Color Temperature Adjustment. 

2.18. Carry-on aluminum case. 

 
3. Warranty: 12 months. 

4. Delivery and Payment. 

4.1. Delivery: Within 60 calendar days from issuance 

of Notice to Proceed (NTP). 

1 unit 38000.00 38,000.00 
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 4.2. Bid price shall be inclusive of taxes, delivery 

charges, and all other related fees. 

4.3. Payment Terms: Prescribed government terms. 

    

21 Teleprompter - High-Definition Beamsplitter Glass, 

Dual-Screen 20-inch Prompter Monitor and 

Reference/Talent Monitor 

1. Background / Objectives. 

1.1. Professional, dual-screen teleprompter for 

broadcast, live production, and corporate video. 

1.2. Specifications indicated herein are minimum 

requirements, unless otherwise stated. 

1.3. Offers of equivalent or better specifications are 

acceptable. 

 
2. Functional / Technical Specifications. 

2.1. Dual monitors. 

2.1.1. Monitor for displaying the script through 

high-definition beamsplitter glass. 

2.1.2. Second reference monitor for the talent to 

check their performance in real-time. 

2.2. Monitor Size (Diagonal): 20 inches / 50.8 cm. 
 

 
2.3. Brightness (Each Monitor): 300 nits / cd/sqm. 

2.4. Native Resolution: 1920 × 1080 (Full HD). 

2.5. Viewing Angle (Horizontal × Vertical): 160 × 170 

degree/degrees. 

2.6. Inputs. 

2.6.1. HDMI. 

2.6.2. VGA. 

2.7. System Connection: USB-A. 

2.8. Self-Reversing Display (Flip). 

2.9. Beamsplitter. 

2.9.1. Beamsplitter Material: Multilayer tempered 

glass. 

2.9.2. Beamsplitter Transmittance: 97%. 

2.9.3. Beamsplitter Ratio: 2:8. 

2.9.4. Beamsplitter Thickness: 2mm. 

2.10. Quick-release sunshade. 

2.11. Teleprompter supporting plate. 

2.12. Height adjustable camera mount. 

2.13. Accessory cables. 

2.14. Power adapter. 

2.15. Material of Construction: Aluminum housing. 

2.16. Aluminum carrying case. 

 
3. Warranty: 12 months. 

4. Delivery and Payment. 

4.1. Delivery: Within 60 calendar days from issuance 

of Notice to Proceed (NTP). 

4.2. Bid price shall be inclusive of taxes, delivery 

charges, and all other related fees. 

4.3. Payment Terms: Prescribed government terms. 

1 unit 49990.00 49,990.00 

22 Teleprompter Script Control System - 

Keypad/Scroll Wheel Control, Voice Control 

1. Background / Objectives. 

1.1. Professional teleprompting system that enables 

manual and automated script speed control for video 

and live production, live streaming, and broadcasting 

1 unit 42000.00 42,000.00 
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 workflows. 

1.2. Specifications indicated herein are minimum 

requirements, unless otherwise stated. 

1.3. Offers of equivalent or better specifications are 

acceptable. 

 
2. Functional / Technical Specifications. 

2.1. Hardware Controller. 

2.1.1. Jog/scroll wheel for controlling speed, forward, 

and backward through script text. 

2.1.2. Keypad. 

2.1.3. Metal chassis. 

2.1.4. 2x USB-C connection. 

2.2. Can sync two computers and switch between 

them. 

2.3. Prompting Mode: Picture-by-Picture (PBP). 

2.4. Prompting Window Scaling: Allows 16:9 monitors 

to display 4:3 prompting windows via scaling. 

2.5. Script Controls and Editing. 

2.5.1. Edit color and text. 

2.5.2. Set script markers. 

2.5.3. Configurable hotkey assignments. 

2.5.4. Action assignments. 

2.5.5. Voice Recognition: Built-in voice scroll add-on. 

2.6. Remote control over network. 

2.7. Teleprompter Application: USB dongle and 

download. 

2.8. Platform Compatibility: macOS (Apple Silicon and 

Intel) and Windows 10 / 11. 

 
3. Warranty: 12 months. 

4. Delivery and Payment. 

4.1. Delivery: Within 60 calendar days from issuance 

of Notice to Proceed (NTP). 

4.2. Bid price shall be inclusive of taxes, delivery 

charges, and all other related fees. 

4.3. Payment Terms: Prescribed government terms. 

    

23 Teleprompter Script Control System - Foot Pedal 

Remote 

1. Background / Objectives. 

1.1. Controller designed for enhanced, hands-free 

operation of Teleprompter Script Control System. 

1.2. Specifications indicated herein are minimum 

requirements, unless otherwise stated. 

1.3. Offers of equivalent or better specifications are 

acceptable. 

 
2. Functional / Technical Specifications. 

2.1. Compatibility. 

2.1.1. Native compatibility and integration with 

Teleprompter Script Control System - Keypad/Scroll 

Wheel Control, Voice Control. 

2.2. Three (3) hardware foot control pedals. 

2.3. Integrated USB Cable Length: 6 feet / 1.83 

meters. 

2.4. Material of Construction: Plastic. 

2.5. Operating System Compatibility: macOS and 

Windows (7, 8, 10). 

2.6. Dimensions (Foot Pedal): 14 × 4 × 2 inches / 

35.56 × 10.16 × 5.08 cm. 

1 unit 13990.00 13,990.00 
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3. Warranty: 12 months. 

4. Delivery and Payment. 

4.1. Delivery: Within 60 calendar days from issuance 

of Notice to Proceed (NTP). 

4.2. Bid price shall be inclusive of taxes, delivery 

charges, and all other related fees. 

4.3. Payment Terms: Prescribed government terms. 

    

24 SMPTE Timecode Generator with Charging Case 

(3-Pack) - Bluetooth, 2.4 GHz Wireless Sync 

1. Background / Objectives. 

1.1. Professional wireless timecode generators for 

streamlining SMPTE timecode synchronization across 

multi-camera and multi-audio recorder video 

productions. 

1.2. Specifications indicated herein are minimum 

requirements, unless otherwise stated. 

1.3. Offers of equivalent or better specifications are 

acceptable. 

 
2. Functional / Technical Specifications. 

2.1. Quantity: Three (3) wireless timecode generator 

units per set. 

2.2. Timecode Standard: SMPTE-12M (supports 

Linear TC and Audio TC). 

2.3. Frame rates supported: 23.98 to 60 fps. 

2.4. Synchronization modes: Master Run, Auto Jam, 

and Jam Once and Lock. 

2.5. Eight (8) selectable sync groups. 

2.6. Wireless. 

2.6.1. Bluetooth 5.0. 

2.6.2. Mobile app-based control, can sync up to 48 

units. 

2.7. Display. 

2.7.1. Panel type: OLED. 

2.7.2. Size: 1.1 inches / 2.79 cm. 

2.8. Inputs / Outputs. 

2.8.1. Audio and timecode output: Locking 1/8 inch / 

3.5 mm TRS. 

2.8.2. USB I/O: 1x USB-C female. 

2.9. Power. 

2.9.1. Built-in internal rechargeable Lithium-Ion 

Polymer (LiPo) battery. 

2.9.2. Charging case for 52.8 hours of power. 

2.10. Mounting options: Multiple shoe mounts and 

hook-and-loop strips. 

2.11. BNC and 5-Pin LEMO output cables. 

 
3. Warranty: 12 months. 

4. Delivery and Payment. 

4.1. Delivery: Within 60 calendar days from issuance 

of Notice to Proceed (NTP). 

4.2. Bid price shall be inclusive of taxes, delivery 

charges, and all other related fees. 

4.3. Payment Terms: Prescribed government terms. 

1 set 31900.00 31,900.00 

25 Video I/O - Playback - Thunderbolt, 3G-SDI x1, 

HDMI x1 

1. Background / Objectives. 

1.1. Professional Thunderbolt-3 powered playback 

1 unit 9550.00 9,550.00 
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 device that enables clean monitoring via SDI or HDMI 

outputs from a computer to monitor. 

1.2. Specifications indicated herein are minimum 

requirements, unless otherwise stated. 

1.3. Offers of equivalent or better specifications are 

acceptable. 

 
2. Functional / Technical Specifications. 

2.1. Video capture and playback device that outputs 

clean footage/feed from computer to monitor. 

2.2. Video I/O Output. 

2.2.1. 1x BNC (3G-SDI). 

2.2.2. 1x HDMI 2.0. 

2.3. Format Support. 

2.3.1. BNC Output Video Resolution: 1920 x 1080p up 

to 59.94 fps. 

2.3.2. HDMI Output Video Resolution: 1920 x 1080p 

up to 59.94 fps. 

2.4. Connections. 

2.4.1. SDI Video Outputs: 1 x 10-bit SD/HD 

switchable. 

2.4.2. SDI Rates: 270Mb, 1.5G, 3G. 

2.4.3. SDI Audio Outputs: 16 Channels embedded in 

SD/HD. 

2.4.4. HDMI Video Outputs: 1 x HDMI 2.0 type A 

connector. 

2.4.5. HDMI Audio Outputs: 8 Channels embedded in 

SD/HD. 

2.4.6. Computer Interface: Thunderbolt 3 (Mac OS, 

Windows and Linux). 

 
3. Warranty: 12 months. 

4. Delivery and Payment. 

4.1. Delivery: Within 60 calendar days from issuance 

of Notice to Proceed (NTP). 

4.2. Bid price shall be inclusive of taxes, delivery 

charges, and all other related fees. 

4.3. Payment Terms: Prescribed government terms. 

    

TOTAL APPROVED BUDGET FOR THE CONTRACT (ABC): Php 731,349.00 

 

GUIDELINES 

 
A. Content and Format of Quotations 

1. The Quotation/s must include the RFQ Number or the PR Number indicated above 

2. Bidders must specify the BRAND NAMES and MODEL NAMES/NUMBER for the following goods: 

a. Computer and electronic equipment and its accessories or peripherals 

b. Software applications, programs, and digital licenses 

c. Commercial off-the-shelf electronic devices or components 

3. The Quotation/s must indicate the registered business name of the company (or individual), business address 

and contact number. It must also include the full name and signature of the company's authorized representative. 

4. BIR Certificate of Registration for new DOST-ASTI suppliers. 

 
B. Eligibiliy Requirements 

Pursuant to Section 34 (Small Value Procurement) and Section 35 (Negotiated Procurement) of the Implementing Rules and 

Regulations (IRR) of Republic Act (RA) No. 12009, the following documents shall be submitted, except for Negotiated 

Procurement under Sections 35.1 (Two Failed Biddings) and 35.5 (Agency-to-Agency): 
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For Procurement of Goods 

 
1. Upon submission of quotation 

a. Valid PhilGEPS Registration Number / Organization ID 

b. Valid Mayor's/Business Permit 

 
2. Upon issuance of Notice of Award (NOA) 

a. Omnibus Sworn Statement (shall be required only for procurement projects with ABC above P50,000.00) 

b. Income/Business Tax Return (For ABCs above P500,000.00) 

 
For Procurement of Infrastructure 

 
1. Upon submission of quotation 

a. Valid PhilGEPS Registration Number / Organization ID 

b. Valid Mayor's/Business Permit 

c. Valid PCAB License 

 
2. Upon issuance of NOA 

a. Omnibus Sworn Statement (shall be required only for procurement projects with ABC above P50,000.00) 

b. Income/Business Tax Return (For ABCs above P500,000.00) 

 
* Requirements under Section 35.6 (Scientific, Scholarly or Artistic Work, Exclusive Technology and Media Services) of the  

IRR of RA No. 12009 will not apply to artists such as singers, performers, poets, writers, painters, and sculptors who are 

engaged in business. 

**Requirements under Section 35.9 (Lease of Real Property or Venue) of the IRR of RA No. 12009, specifically 

Mayor's/Business Permit, PhilGEPS Registration Number, and Income/Business Tax Return, will not apply to government 

agencies as lessors. 

***For methods of procurement requiring Mayor’s Permit and PhilGEPS Registration Number, a valid Certificate of Platinum 

Membership may be submitted in lieu of the said documents. 

 

C. Terms and Conditions 

1. Additional requirements, if necessary, may be requested by the BAC depending on the item to be bid; 

2. All transactions are subject to creditable withholding tax and final Value Added Tax or percentage tax per revenue 

regulation/s of the BIR; 

3. Liquidated damages in an amount equal to one-tenth (1/10) of one percent (1%) of the cost of the delayed goods 

scheduled for delivery for every day of delay shall be imposed by the DOST-ASTI pursuant to Section 71.1.4 of the 

IRR of RA No. 12009; and 

4. The DOST-ASTI reserves the right to reject any and all bids, declare a failure of bidding, or not award the contract at 

any time prior to contract award in accordance with Section 70 of the IRR of RA No. 12009, without thereby 

incurring any liability to the affected bidder or bidders. 
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